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Duraco 是一家市场领先的生产商和经销商，
为许多各种不同的行业和应用领域提供高性能
的胶粘制品。公司总部位于美国伊利偌伊州的
芝加哥，其业务范围主要在北美，但也在欧
洲，中南美洲，亚洲设有分销中心进行全球销
售。 

Duraco 是您高性能胶粘制品需求的明确选择。从设计构思到最终产品的装配，
您可以依靠我们的专家意见或专门技术，为您的产品应用，随意选择合适的解
决方案。我们承诺提供无微不至的服务，保证您的订单准确及时地到达。. 

关于我们关于我们关于我们关于我们 

若需要订购，请联系我们在中国的分销商，茂仕塑料制品。 

    陈小姐陈小姐陈小姐陈小姐,      客户服务客户服务客户服务客户服务 

    电话电话电话电话: +86 (0) 574 2686 3666 

    传真传真传真传真: +86 (0) 574 2686 3677 

    电邮电邮电邮电邮: sales@mossplastics.cn  
 

如何订购如何订购如何订购如何订购 

为了满足高品质胶带在亚洲地区不断持续增长的需
求，从 2009 年 9 月，Duraco 通过其姊妹公司茂仕塑
料制品，开始销售其原产美国的系列产品。为了方
便，Duraco 的产品备有库存并随时可以从中国宁波当
天直接发货。  选择 Duraco 作为您高性能胶粘制品的
全球供应商，用您信得过的高品质产品，完善您的供
应链。 

Duraco 中国中国中国中国 
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DUBL KOTE ® is versatile double- 
sided foam tape ideal for hand or 
automatic application.  Rubber based 
adhesives are “Quick Stick” (extremely 
aggressive tack) with high shear strength.  
Designed to bond to many different types 
of surfaces including corrugated, 
chipboard, wood, low surface energy 
plastics, metal, powder coated metals, 
and glass. 

DUBL KOTE ® SPECIFICATIONS: 

� Adhesive: Rubber-based permanent on both 
sides (not recommended in applications with 
direct UV exposure) 

� Application Temperature:  65˚F to 100˚F 

� Service Temperature:  -20˚F to 150˚F 

� Holding Power:  
1 lb per in2 of tape (Conditions and variables 
in applications can produce different stresses 
and affect holding power.) 

Dubl Kote ®             
 

 

 

 

Product Description Duraco Part # Thickness Width Length Case Qty 

DUBL KOTE® WHITE 
Standard Rolls 

472232 1/32 in ½ in 216 ft 12 rolls 

Product Description Duraco Part # Thickness Width Length Case Qty 

471341 1/32 in 1 in 216 ft 12 rolls 

471344 1/16 in 1 in 216 ft 12 rolls 

471356 1/16 in 1-1/2 in 216 ft 8 rolls 

DUBL KOTE® WHITE 
Standard Rolls 

471353 1/8 in 1 in 108 ft 12 rolls 

Product Description Duraco Part # Thickness Width Length Case Qty 

471352 1/32 in 1 in 900 ft 8 rolls 

471351 1/32 in ¾ in 900 ft 11 rolls 
DUBL KOTE® WHITE 

Long Rolls 

471363 1/32 in ½ in 1050 ft 16 rolls 
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TWIN STICK® is the industry favorite for 
assembling P-O-P displays and signage.  
Available in different thicknesses, the 
flexible foam carrier fills gaps, allowing 
irregular surfaces to be joined.  Our 
extremely aggressive rubber-based 
adhesive was designed to bond many 
different types of surfaces including 
corrugated, chipboard and wood as well as 
difficult to bond surfaces such as low 
surface energy plastics, powder coated 
materials and many UV coatings.   

TWIN STICK® SPECIFICATIONS: 

� Adhesive: Rubber-based permanent on both 
sides (not recommended in applications with 
direct UV exposure) 

� Application Temperature:  65˚F to 100˚F 

� Service Temperature:  -20˚F to 150˚F 

� Holding Power:  
1 lb per in2 of tape (Conditions and variables in 
applications can produce different stresses and 
affect holding power.) 

Twin Stick ® 

 

 
 

 

 

 

Size of Individual Piece 
Product Description Duraco Part # Thickness Width Length Roll Qty 

470008 1/32 in 1 in 3 in 4,000 pcs 

470018 1/16 1 in 3 in 2,500 pcs 
TWIN STICK® WHITE 

Pieces on a roll 

470024 1/8 in 1 in 3 in 2,000 pcs 
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REMO ONE® is double adhesive foam 
tape with our extremely aggressive 
permanent adhesive on one side and our 
removable adhesive on the other side.  The 
removable side is identified with our red 
printed liner and removes cleanly from most 
non-delaminating surfaces even after 
extended periods of time. 

REMO ONE® SPECIFICATIONS: 

� Adhesive: Permanent rubber-based on one side, 
removable adhesive on mounting side 

� Application Temperature:  65˚F to 100˚F 

� Service Temperature:  -20˚F to 150˚F 

� Holding Power:  
.5 lb per in2 of tape (Conditions and variables in 
applications can produce different stresses and affect 
holding power.)  Intended for one-time use.  

 

Remo One ® 

Product Description Duraco Part # Thickness Width Length Case Qty 
REMO ONE® WHITE 

Rolls 
471435 1/32 in ½ in 216 ft 24 rolls 

Size of Individual Piece 
Product Description Duraco Part # Thickness Width Length Roll Qty 

470751 1/16 in 1 in 3 in 2,500 pcs 

470755 1/32 in 1 in 3 in 2,500 pcs 
REMO ONE® WHITE 

Pieces on a roll 

470753 1/8 in 1 in 3 in 2,000 pcs 



Standard Parts 

Phone:  +86 (0) 574 2686 3666  ����  Fax:  +86 (0) 574 2686 3677  ����  Email:  sales@mossplastics.cn 
 99 Huanghai Road ���� Beilun District ���� Ningbo ���� Zhejiang 315800   

September 2009 
7 

DK FILM ® provides the tack of our 
permanent rubber-based adhesive without 
the thickness of foam tape.  Rubber-
based adhesives have good initial tack 
(“Quick Stick”) and bond well to many 
surfaces including low surface energy 
plastics and powder coated metals.  Ideal 
for smooth, low profile applications: 
extrusions, nameplates, signage, P-O-P 
displays, and packaging. 

DK FILM ® SPECIFICATIONS: 

� Adhesive: Rubber-based permanent on both 
sides (not recommended in applications with 
direct UV exposure) 

� Application Temperature:  65˚F to 100˚F 

� Service Temperature:  -20˚F to 150˚F 

� Thickness:  
0.5 mil film 
2 mil adhesive each side 

DK Film ® 
 
 
 
 
 
 
 
 
 
 
 
 

Product Description Duraco Part # Total Thickness Width Length Case Qty 

471709 4.5 mil ½ in 1500 ft 12 rolls 

471711 4.5 mil ¾ in 1500 ft 8 rolls 
DK FILM® 

Rolls 
471714 4.5 mil 1 in 750 ft 6 rolls 
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REMO ONE® FILM is a double-sided film 
tape with our aggressive permanent 
adhesive on one side and our removable 
adhesive on the other side.  The 
removable side is identified with our red 
printed liner and removes cleanly from 
most hard non-delaminating surfaces 
even after extended periods of time. 

REMO ONE® FILM SPECIFICATIONS: 

� Adhesive: Rubber-based permanent on one 
side, removable adhesive on mounting side. 

� Application Temperature:  65˚F to 100˚F 

� Service Temperature:  -20˚F to 150˚F 

� Thickness:  
0.5 mil film 
2 mil adhesive each side 
 

Remo One ® Film 
 
 
 

Product Description Duraco Part # Total Thickness Width Length Case Qty 

472489 4.5 mil ½ in 1500 ft 12 rolls 

472490 4.5 mil ¾ in 1500 ft 8 rolls 
REMO ONE® FILM 

Rolls 
472491 4.5 mil 1 in 750 ft 6 rolls 
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DUBL KOTE ® is versatile double- 
sided foam tape ideal for hand or 
automatic application.  Rubber based 
adhesives are “Quick Stick” (extremely 
aggressive tack) with high shear 
strength.  Designed to bond to many 
different types of surfaces including 
corrugated, chipboard, wood, low 
surface energy plastics, metal, powder 
coated metals, and glass. 

DUBL KOTE ® SPECIFICATIONS: 

� Adhesive: Rubber-based permanent on both 
sides (not recommended in applications with 
direct UV exposure) 

� Application Temperature:  19˚C to 38˚C 

� Service Temperature:  -29˚C to 66˚C 

� Holding Power:  
.07 kg per cm2 of tape (Conditions and variables 
in applications can produce different stresses and 
affect holding power.) 

Dubl Kote ®             
 

 

 

 

Product Description Duraco Part # Thickness Width Length Case Qty 

DUBL KOTE® WHITE 
Standard Rolls 

472232 0.8 mm 12.7 mm 66 m 12 rolls 

Product Description Duraco Part # Thickness Width Length Case Qty 

471341 0.8 mm 25.4 mm 66 m 12 rolls 

471344 1.6 mm 25.4 mm 66 m 12 rolls 

471356 1.6 mm 38.1 mm 66 m 8 rolls 

DUBL KOTE® WHITE 
Standard Rolls 

471353 3.2 mm 25.4 mm 33 m 12 rolls 

Product Description Duraco Part # Thickness Width Length Case Qty 

471352 0.8 mm 25.4 mm 274 m 8 rolls 

471351 0.8 mm 19.1 mm 274 m 11 rolls 
DUBL KOTE® WHITE 

Long Rolls 

471363 0.8 mm 12.7 mm 320 m 16 rolls 
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TWIN STICK® is the industry favorite for 
assembling P-O-P displays and signage.  
Available in different thicknesses, the 
flexible foam carrier fills gaps, allowing 
irregular surfaces to be joined.  Our 
extremely aggressive rubber-based 
adhesive was designed to bond many 
different types of surfaces including 
corrugated, chipboard and wood as well as 
difficult to bond surfaces such as low 
surface energy plastics, powder coated 
materials and many UV coatings.   

TWIN STICK® SPECIFICATIONS: 

� Adhesive: Rubber-based permanent on both 
sides (not recommended in applications with 
direct UV exposure) 

� Application Temperature:  19˚C to 38˚C 

� Service Temperature:  -29˚C to 66˚C 

� Holding Power:  
.07 kg per cm2 of tape (Conditions and variables 
in applications can produce different stresses and 
affect holding power.) 

Twin Stick ® 

 

 
 

 

 

 

Size of Individual Piece 
Product Description Duraco Part # Thickness Width Length Roll Qty 

470008 0.8 mm 25.4 mm 76.2 mm 4,000 pcs 

470018 1.6 mm 25.4 mm 76.2 mm 2,500 pcs 
TWIN STICK® WHITE 

Pieces on a roll 

470024 3.2 mm 25.4 mm 76.2 mm 2,000 pcs 



Standard Parts 

Phone:  +86 (0) 574 2686 3666  ����  Fax:  +86 (0) 574 2686 3677  ����  Email:  sales@mossplastics.cn 
 99 Huanghai Road ���� Beilun District ���� Ningbo ���� Zhejiang 315800   

September 2009 
11 

 

Remo One ® 
 
 

 

Product Description Duraco Part # Thickness Width Length Case Qty 

REMO ONE® WHITE 
Rolls 

471435 0.8 mm 12.7 mm 65.8 m 24 rolls 

Size of Individual Piece 
Product Description Duraco Part # Thickness Width Length Roll Qty 

470751 1.6 mm 25.4 mm 76.2 mm 2,500 pcs 

470753 3.2 mm 25.4 mm 76.2 mm 2,000 pcs REMO ONE® WHITE 
Pieces on a roll 

470755 0.8 mm 25.4 mm 76.2 mm 2,500 pcs 

REMO ONE® is double adhesive foam 
tape with our extremely aggressive 
permanent adhesive on one side and our 
removable adhesive on the other side.  The 
removable side is identified with our red 
printed liner and removes cleanly from most 
non-delaminating surfaces even after 
extended periods of time. 

REMO ONE® SPECIFICATIONS: 

� Adhesive: Permanent rubber-based on one side, 
removable adhesive on mounting side 

� Application Temperature:  19˚C to 38˚C 

� Service Temperature:  -29˚C to 66˚C 

� Holding Power:  
.035 kg per cm2 of tape (Conditions and variables in 
applications can produce different stresses and affect 
holding power.)  Intended for one-time use.  
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DK FILM ® provides the tack of our 
permanent rubber-based adhesive without 
the thickness of foam tape.  Rubber-
based adhesives have good initial tack 
(“Quick Stick”) and bond well to many 
surfaces including low surface energy 
plastics and powder coated metals.  Ideal 
for smooth, low profile applications: 
extrusions, nameplates, signage, P-O-P 
displays, and packaging. 

DK FILM ® SPECIFICATIONS: 

� Adhesive: Rubber-based permanent on both 
sides (not recommended in applications with 
direct UV exposure) 

� Application Temperature:  19˚C to 38˚C 

� Service Temperature:  -29˚C to 66˚C 

� Thickness:  
.013 mm film 
.051 mm adhesive each side 

DK® Film  
 
 
 
 
 
 
 
 
 

Product Description Duraco Part # Total Thickness Width Length Case Qty 

471709 0.13 mm 12.7 mm 457 m 12 rolls 

471711 0.13 mm 19.1 mm 457 m 8 rolls 
DK FILM® 

Rolls 
471714 0.13 mm 25.4 mm 229 m 6 rolls 
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REMO ONE® FILM is a double-sided film 
tape with our aggressive permanent 
adhesive on one side and our removable 
adhesive on the other side.  The 
removable side is identified with our red 
printed liner and removes cleanly from 
most hard non-delaminating surfaces 
even after extended periods of time. 

REMO ONE® FILM SPECIFICATIONS: 

� Adhesive: Rubber-based permanent on one 
side, removable adhesive on mounting side. 

� Application Temperature:  19˚C to 38˚C 

� Service Temperature:  -29˚C to 66˚C 

� Thickness:  
.013 mm film 
.051 mm adhesive each side 

Remo One ® Film 
 
 
 
 

 

 

Product Description Duraco Part # Total Thickness Width Length Case Qty 

472489 0.13 mm 12.7 mm 457 m 12 rolls 

472490 0.13 mm 19.1 mm 457 m 8 rolls 
REMO ONE® FILM 

Rolls 
472491 0.13 mm 25.4 mm 229 m 6 rolls 
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DUBL KOTE ®  
是一种通用的泡棉双面胶带，是手工和机
械自动应用的理想选择。橡胶胶粘剂是具
有 高 剪 切 力 的 快 粘 剂 （ 有 很 好 的 初 粘
力）。可应用于多种表面介质，包括瓦楞
纸，硬纸板，木材，低表面能的塑料，喷
涂过的金属，和玻璃等。 

DUBL KOTE ® 规格规格规格规格: 

� 胶体胶体胶体胶体: 双面永久性橡胶胶粘剂 (不适用于直接受紫外
线照射的地方) 

� 粘贴时，最佳温度范围粘贴时，最佳温度范围粘贴时，最佳温度范围粘贴时，最佳温度范围: 19 摄氏度 到 38 摄氏度 

� 粘贴后耐温范围粘贴后耐温范围粘贴后耐温范围粘贴后耐温范围:  -29 摄氏度 到 66 摄氏度 

� 粘抓力粘抓力粘抓力粘抓力: 

.07 公斤每平方厘米 (应用条件的变化，会产生不同
的压力，进而影响抓力.) 

Dubl Kote ®             
 

 

 

产品描述产品描述产品描述产品描述 产品型号产品型号产品型号产品型号 厚度厚度厚度厚度 宽度宽度宽度宽度 长度长度长度长度 每箱数量每箱数量每箱数量每箱数量 

DUBL KOTE® 白色白色白色白色 

标准卷装标准卷装标准卷装标准卷装 
472232 0.8 毫米 12.7 毫米 66 米 12 卷 

产品描述产品描述产品描述产品描述 产品型号产品型号产品型号产品型号 厚度厚度厚度厚度 宽度宽度宽度宽度 长度长度长度长度 每箱数量每箱数量每箱数量每箱数量 

471341 0.8 毫米 25.4 毫米 66 米 12 卷 

471344 1.6 毫米 25.4 毫米 66 米 12 卷 

471356 1.6 毫米 38.1 毫米 66 米 8 卷 

DUBL KOTE® 白色白色白色白色 

标准卷装标准卷装标准卷装标准卷装 

471353 3.2 毫米 25.4 毫米 33 米 12 卷 

产品描述产品描述产品描述产品描述 产品型号产品型号产品型号产品型号 厚度厚度厚度厚度 宽度宽度宽度宽度 长度长度长度长度 每箱数量每箱数量每箱数量每箱数量 

471352 0.8 毫米 25.4 毫米 274 米 8 卷 

471351 0.8 毫米 19.1 毫米 274 米 11 卷 
DUBL KOTE® 白色白色白色白色 

长卷装长卷装长卷装长卷装 

471363 0.8 毫米 12.7 毫米 320 米 16 卷 
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中国浙江省中国浙江省中国浙江省中国浙江省 ���� 宁波市北仑区宁波市北仑区宁波市北仑区宁波市北仑区 ���� 黄海路黄海路黄海路黄海路 99 号号号号 
2009 年 9 月 
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TWIN STICK® 
是装配“卖点广告”展示和展牌行业领域的一种良
好选择。有各种厚度，柔软的泡绵基材可以填充
缝隙，从而使不规则的表面连接。我们强有力的
橡胶胶粘剂可以粘贴各种不同的表面介质，包括
瓦楞纸，硬纸板和木质表面，也可以粘贴诸如低
表面能塑料，喷涂过金属和许多紫外线处理过的
表面介质。 

TWIN STICK® 规格规格规格规格: 

� 胶体胶体胶体胶体: 双面永久性橡胶胶粘剂 (不适用于直接受
紫外线照射的地方) 

� 粘贴时，最佳温度范围粘贴时，最佳温度范围粘贴时，最佳温度范围粘贴时，最佳温度范围: 19 摄氏度 到 38 摄氏度 

� 粘贴后耐温范围粘贴后耐温范围粘贴后耐温范围粘贴后耐温范围:  -29 摄氏度 到 66 摄氏度 

� 粘粘粘粘抓力抓力抓力抓力: 

.07 公斤每平方厘米 (应用条件的变化，会产生
不同的压力，进而影响抓力.) 

Twin Stick ® 

 

 
 

 

单个尺寸单个尺寸单个尺寸单个尺寸 
产品产品产品产品描述描述描述描述 产品型号产品型号产品型号产品型号 厚度厚度厚度厚度 宽度宽度宽度宽度 长度长度长度长度 每卷数量每卷数量每卷数量每卷数量 

470008 0.8 毫米 25.4 毫米 76.2 毫米 4,000 个 

470018 1.6 毫米 25.4 毫米 76.2 毫米 2,500 个 
TWIN STICK® 

 白色白色白色白色 

卷片装卷片装卷片装卷片装 

470024 3.2 毫米 25.4 毫米 76.2 毫米 2,000 个 



标准产品标准产品标准产品标准产品 

电话电话电话电话:  +86 (0)574 2686 3666  ����  传真传真传真传真:  +86 (0)574 2686 3677  ���� 邮件邮件邮件邮件:  sales@mossplastics.cn 

中国浙江省中国浙江省中国浙江省中国浙江省 ���� 宁波市北仑区宁波市北仑区宁波市北仑区宁波市北仑区 ���� 黄海路黄海路黄海路黄海路 99 号号号号 
2009 年 9 月 
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REMO ONE® 
是一种泡绵双面胶带，一面是强有力的
橡胶胶粘剂，另一面是可移性胶粘剂。 

可移性胶粘剂面，用红色的离心膜来标
识，即使黏贴了很久，也可以很轻易
地，毫无破坏地表面地移除。 
 

REMO ONE® 规格规格规格规格: 

� 胶体胶体胶体胶体: 一面是永久的橡胶胶粘剂，装配面是可转移性胶。 

� 粘贴时，最佳温度范围粘贴时，最佳温度范围粘贴时，最佳温度范围粘贴时，最佳温度范围: 19 摄氏度 到 38 摄氏度 

� 粘贴后耐温范围粘贴后耐温范围粘贴后耐温范围粘贴后耐温范围:  -29 摄氏度 到 66 摄氏度 

� 粘抓力粘抓力粘抓力粘抓力: 

.035 公斤每平方厘米 (应用条件的变化，会产生不同的压
力，进而影响抓力.)  试验一次性应用试验一次性应用试验一次性应用试验一次性应用. 

 

Remo One ® 

 

 

 

 

 

 

产品描述产品描述产品描述产品描述 产品型号产品型号产品型号产品型号 厚度厚度厚度厚度 宽宽宽宽度度度度 长度长度长度长度 每箱数量每箱数量每箱数量每箱数量 

REMO ONE® 白色白色白色白色 471435 0.8 毫米 12.7 毫米 65.8 米 24 卷 

单个尺寸单个尺寸单个尺寸单个尺寸 
产品描述产品描述产品描述产品描述 产品型号产品型号产品型号产品型号 厚度厚度厚度厚度 宽度宽度宽度宽度 长度长度长度长度 每卷数量每卷数量每卷数量每卷数量 

470751 1.6 毫米 25.4 毫米 76.2 毫米 2,500 个 

470753 3.2 毫米 25.4 毫米 76.2 毫米 2,000 个 
REMO ONE® 白色白色白色白色 

卷片装卷片装卷片装卷片装 

470755 0.8 毫米 25.4 毫米 76.2 毫米 2,500 个 



标准产品标准产品标准产品标准产品 

电话电话电话电话:  +86 (0)574 2686 3666  ����  传真传真传真传真:  +86 (0)574 2686 3677  ���� 邮件邮件邮件邮件:  sales@mossplastics.cn 

中国浙江省中国浙江省中国浙江省中国浙江省 ���� 宁波市北仑区宁波市北仑区宁波市北仑区宁波市北仑区 ���� 黄海路黄海路黄海路黄海路 99 号号号号 
2009 年 9 月 
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DK FILM ®  

是一款无泡绵，能提供持久粘力的，基于橡胶

胶粘剂的胶带。 橡胶胶粘剂具有很好的初粘

力（快粘）和能很好地黏粘多种表面介质，包

括低表面能的塑料和喷涂过的金属。 是平滑

和不引人注意应用的理想选择：  挤出，铭

板，标志，“卖点广告”展示和包装等。 

DK FILM ® 规格规格规格规格: 

� 胶系：胶系：胶系：胶系：持久的双面橡胶胶粘剂（不适用于直接受

紫外线照射的地方 ） 

� 粘贴时，最佳温度范围：粘贴时，最佳温度范围：粘贴时，最佳温度范围：粘贴时，最佳温度范围：19 摄氏度 到 38 摄氏度 

� 粘贴后耐温范围：粘贴后耐温范围：粘贴后耐温范围：粘贴后耐温范围：零下 29 摄氏度 到 66 摄氏度 

� 厚度厚度厚度厚度: 

.013 毫米 薄膜厚度 

.051 毫米 单面胶厚度 
 

DK Film ® 

  
产品描述产品描述产品描述产品描述 产品型号产品型号产品型号产品型号 总厚度总厚度总厚度总厚度 宽度宽度宽度宽度 长度长度长度长度 每箱数量每箱数量每箱数量每箱数量 

471709 0.13 毫米 12.7 毫米 457 米 12 卷 

471711 0.13 毫米 19.1 毫米 457 米 8 卷 
DK FILM® 

卷装卷装卷装卷装 

471714 0.13 毫米 25.4 毫米 229 米 6 卷 



标准产品标准产品标准产品标准产品 

电话电话电话电话:  +86 (0)574 2686 3666  ����  传真传真传真传真:  +86 (0)574 2686 3677  ���� 邮件邮件邮件邮件:  sales@mossplastics.cn 

中国浙江省中国浙江省中国浙江省中国浙江省 ���� 宁波市北仑区宁波市北仑区宁波市北仑区宁波市北仑区 ���� 黄海路黄海路黄海路黄海路 99 号号号号 
2009 年 9 月 
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REMO ONE® FILM 

是一款无泡绵，一面是强有力的橡胶胶粘剂，
另一面是可移性胶粘剂。 可移性胶粘剂面，
用红色的离心膜来标识，即使黏贴了很久，也
可以很轻易地，毫无破坏地表面地移除。 

 

REMO ONE® FILM 规格规格规格规格: 

� 胶系：胶系：胶系：胶系：持久的双面橡胶胶粘剂（不适用于直接受

紫外线照射的地方 ） 

� 粘贴时，最佳温度范围：粘贴时，最佳温度范围：粘贴时，最佳温度范围：粘贴时，最佳温度范围：19 摄氏度 到 38 摄氏度 

� 粘贴后耐温范围：粘贴后耐温范围：粘贴后耐温范围：粘贴后耐温范围：零下 29 摄氏度 到 66 摄氏度 

� 厚度厚度厚度厚度: 

.013 毫米 薄膜厚度 

.051 毫米 单面胶厚度 
 

Remo One ® Film 

 

 
 

产品描述产品描述产品描述产品描述 产品型号产品型号产品型号产品型号 总厚总厚总厚总厚度度度度 宽度宽度宽度宽度 长度长度长度长度 每箱数量每箱数量每箱数量每箱数量 

472489 0.13 毫米 12.7 毫米 457 米 12 卷 

472490 0.13 毫米 19.1 毫米 457 米 8 卷 
REMO ONE® FILM 

卷装卷装卷装卷装 

472491 0.13 毫米 25.4 毫米 229 米 6 卷 


